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ELBOW WITH EXPRESS SEAL

90° - 1/4

Ref DN L (mm) Weight

EC9001 60 80 15,12 kg

EC9002 80 100 18,36 kg

EC9003 100 120 20,72 kg

EC9004 125 145 23,06 kg

EC9005 150 170 29,64 kg

EC9006 200 220 40,00 kg

EC9007 250 270 53,72 kg

EC9008 300 320 73,32 kg

EC9009 350 370 88,24 kg

EC9010 400 420 106,50 kg

EC9011 450 470 148,62 kg

EC9012 500 520 175,50 kg

45° - 1/8

Ref DN L (mm) Weight

EC4501 60 45 16,22 kg

EC4502 80 55 19,56 kg

EC4503 100 65 21,72 kg

EC4504 125 75 25,26 kg

EC4505 150 85 33,24 kg

EC4506 200 110 43,50 kg

EC4507 250 130 62,32 kg

EC4508 300 150 82,32 kg

EC4509 350 175 100,24 kg

EC4510 400 195 122,10 kg

EC4511 450 220 170,32 kg

EC4512 500 240 203,10 kg

22°5 - 1/16

Ref DN L (mm) Weight

EC2201 60 35 15,12 kg

EC2202 80 40 18,36 kg

EC2203 100 40 20,72 kg

EC2204 125 50 23,06 kg

EC2205 150 55 29,64 kg

EC2206 200 65 40,00 kg

EC2207 250 75 53,72 kg

EC2208 300 85 73,32 kg

EC2209 350 95 88,24 kg

EC2210 400 110 106,50 kg

EC2211 450 120 148,62 kg

EC2212 500 130 175,50 kg

11°25 - 1/32

Ref DN L (mm) Weight

EC1101 60 25 15,22 kg

EC1102 80 30 18,36 kg

EC1103 100 30 20,72 kg

EC1104 125 35 23,16 kg

EC1105 150 35 29,94 kg

EC1106 200 40 41,50 kg

EC1107 250 50 54,32 kg

EC1108 300 55 70,42 kg

EC1109 350 60 82,74 kg

EC1110 400 65 98,10 kg

EC1111 450 70 136,92 kg

EC1112 500 75 160,40 kg

DUCTILE IRON PIPE FITTINGS

Certified product

DESCRIPTION
- Ductile iron body

- Blue epoxy anti-corrosion surface coating

- Nominal pressure: 10 Bars or 16 Bars

- Compliant to EN545 standard

- Accessories for express seal provided

- A.C.S certified product
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